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Typical Chemical Characteristics
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Product:

Carb Cleaner

Description:

EN:

Professional aerosol for quick clean of carburetors, air-intake systems, clutches, C.V. Joints etc from carbon
deposits, dirt, greases, oil and grime.

EL:

EmayyeApaTiké KaBapioTIKO Slavopéwy Kauoipou (KapuTTUpPaTEP), TTETOAOUSAG Kal GAAWV  PNXOVIKWVY HEPWV
KIVNTHPWV.

DE:

Professionelles Spray zur schnellen Reinigung von Vergasern, Lufteinlasssystemen, Kupplungen, stufenlosen
Verbindungen usw. von Kohlenriickstanden, Schmutz, Fetten, Ol und RulR.

RU:

MpodeccmnoHanbHbIM a3po3osb A5 ObICTPOM OUMCTKN KapbropaTopoB, cMCcTeM 3abopa Bo3ayxa, MydT, CUHXPOHHbIX
KapAaHoB 1 Opyrux getanen oT yriepoancTbiX OTIIOXKEHUN, TPA3M, )KUPOB, Macen 1 XX1UpPOoB.

PO:

O Carb Cleaner é um desgordurante rapido para superficies metalicas. Ele penetra e derrete depdsitos de carbono,
6leo, massa lubrificante, grude, alcatrdo, resina e entupimento. Com a excepg¢do do produto de limpeza do
carburador, este produto é indicado como produto de limpeza de motor e de rebolo.

SR:

Brzo cisti: karburatore, automatske sauhe, veze za ubrizgavanje goriva, sisteme za dovod goriva, ...

Disclaimer: The data given here is based on typical chemical characteristics of the current product and could change without any verbal or written
natification. This information and these recommendations are offered in good faith and believed to be correct as of the date hereof. Information and
recommendations are supplied upon the condition that the recipients will make their own decision as to safety and suitability for their purposes. No
representations or warranties, either expressed or implied, of merchantability, fithess for a particular purpose, or of any other nature, are made with
respect to the product or the information and recommendations.
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Typical Chemical Characteristics

Characteristics:
Chemical Base Result
Appearance and colour Pressurized container with base and liquefied gas
pH Neutral
Flammable point <21°C
Propelent Autoignition Temperature 287°C
Solubility (water) No
Solubility (oil) Partial
Flammable Yes
Odor Characteristic

Disclaimer: The data given here is based on typical chemical characteristics of the current product and could change without any verbal or written
natification. This information and these recommendations are offered in good faith and believed to be correct as of the date hereof. Information and
recommendations are supplied upon the condition that the recipients will make their own decision as to safety and suitability for their purposes. No
representations or warranties, either expressed or implied, of merchantability, fithess for a particular purpose, or of any other nature, are made with
respect to the product or the information and recommendations.
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