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Typical Chemical Characteristics

Product:

GOX “Gear Reduction Qil” ISO X-68, X-100, X-150, X-220, X-320, X-460 & X-680

Description:

EN:
High quality industrial gear oil for reduction machines with specialized additives for endurance in high pressure and for
excellent lubrication in closed gears, ball bearings and pillow blocks. Not plumbiferous lubricant.

EL:
MPWTOYEVEG AUTTAVTIKO HELWTNPWV UE ELOIKA TTPOCHOETA YLA VO TTIPOCTATEVEL OAQ TOL LEPN TOU CUOTHUOTOC KAl Val

avtane€Epxetal oTig UPNAEC TILECELG. XpnoLUOMoLEiTal amd PeyaAa epyootacta Tng EANGdoc.

DE:
Hochqualitatives industrielles Getriebedl fur Untersetzungsmaschinen mit speziellen Additiven fiir Belastbarkeit unter hohem
Druck und hervorragende Schmierung geschlossener Getriebe, Kugellager und Lagergehduse. Bleifreies Schmiermittel.

RU:

BblCOKOKayecTBeHHOe NpomMblLeHHOe TPAaHCMUCCMOHHOE MAca0 ANA PeAyKUMOHHbIX MalluH, coaepallee
cneumnasnbHble NPUcaaKku AN NOBbILEHMUA CTOMKOCTU K BbICOKOMY A3aBAEHUIO U Y/IYYLLEHHOMY CMa3biBaHUIO
3aKpPbITbIX LUECTEPHEMN, LIAPOBbIX NOALWMMHUKOB U NoayLUeK. He coaeprkallas CBUHLLA CMa3Ka.

BG:

BucoKoKauecTBeHO MHAYCTPUANHO Mac/0 3a PeAyKTOPU CbC crnelmanHu 4obaBKM 3a NpoabaKUTeNHa paboTa npu
BMCOKO HansraHe. OcurypsaBa OT/IMYHO CMa3BaHe Ha NpeaaBKu, CaYyMeHM arepun u nab3arawm narepu. He cobabprka
0110BO.

SR:
Visokokvalitetno ulje za masine sa reduktorom sa specijalnim aditivima za rad u situacijama velikog naprezanja kod
kojih se zahteva savrSeno podmazivanje. Sluzi i za podmazivanje lezajeva.

Disclaimer: The data given here is based on typical chemical characteristics of the current product and could change without any verbal or written
natification. This information and these recommendations are offered in good faith and believed to be correct as of the date hereof. Information and
recommendations are supplied upon the condition that the recipients will make their own decision as to safety and suitability for their purposes. No
representations or warranties, either expressed or implied, of merchantability, fithess for a particular purpose, or of any other nature, are made with
respect to the product or the information and recommendations.
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Typical Chemical Characteristics

Characteristics:

Property
Specific Gravity
15°C

Viscosity at 40°C
Viscosity Index

Pour Point

Flash Point

Color

Specifications:

Part Il CL-P
DIN 51517

Method
ASTM
D 1298
ASTM
D 445
ASTM
D97
ASTM
D92

Unit

kg/L

cSt

US STEEL 224, AGMA 3005-D34,
DAVID BROWN 51.53.101

X-68 X-100 X-150
0,83 0,83 0,83
135 -
61,2-748 90- 110 165
>120 >120 >120
<20 <20 <20
>210 >210 >210
Crystal Crystal Crystal
gold gold gold

X-220

0,83

198 -
242

>120

<20

>210

Crystal
gold

)
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X-320

0,84

288 -
352

>120

<20

>210

Crystal
gold

X-460

0,85

414 -
506

>120

<20

>210

Crystal
gold

X-680

0,85

612 -
748

>120

<20

>210

Crystal
gold

Disclaimer: The data given here is based on typical chemical characteristics of the current product and could change without any verbal or written
natification. This information and these recommendations are offered in good faith and believed to be correct as of the date hereof. Information and
recommendations are supplied upon the condition that the recipients will make their own decision as to safety and suitability for their purposes. No
representations or warranties, either expressed or implied, of merchantability, fithess for a particular purpose, or of any other nature, are made with
respect to the product or the information and recommendations.
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